
WHIRLPOOL BATH
R

DIMENSIONS

60"  (1524 mm) L
32"  ( 813 mm) W
84"  (2134 mm) H

PRODUCT
WEIGHT

175 lb
(80 kg)

OPERATING
GALLONAGE

38 U.S. gal
(144 liters)

TOTAL
WEIGHT

700 lb
(318 kg)

MOTOR/PUMP

115 VAC
3450 RPM/10 AMP
60 Hz
Single Phase

ELECTRICAL
REQUIREMENTS

115 VAC
15 AMP
60 Hz
Requires dedicated
separate circuit

SHIPPING
WEIGHT

248 lb
(113 kg)

Use installation instructions provided with product.                                    Product specifications are subject to c hange without notice.

SPECIFICATIONS

Standard Features
• Four Fully Adjustable PowerPro® Jets
• Magic Touch® ON/OFF Switch
• Silent Air Induction System
• Removable Skirt
• Grab Bars

Use liquid detergent to maintain bright, smooth surface.
Do not use abrasive household cleaners.
Do not use oil based bath additives.

Optional Features
• Trim Kit
• Timer
• Drain/Overflow Kit
• Lamp Package
• Pillow

Required Features
• Hand Held Shower with 69" Hose
• Shower Seat
• Optica 200 Mixer

Each whirlpool bath arrives ready for installation, completely equipped with motor/pump assembly and plumbing
and fittings necessary for whirlpool operation.  An optional drain/overflow kit is available for installation on the bath.

Vantage ™ ADA Whirlpool Bath
with Surround

INSTALLATION  INSTRUCTIONS
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Important:  Read complete instructions before beginning installation.
Remove the bath from the carton.  Retain the shipping carton until satisfactory inspection of the product has been

made.  Do not lift the bath by the plumbing at any time; handle by the shell only.
Immediately upon receipt, inspect the shell before installing. Should inspection reveal any damage or defect in the

finish, do not install the bath.  Damage or defect to the finish claimed after the bath is installed is excluded from the
warranty. Jacuzzi Whirlpool Bath's responsibility for shipping damage ceases upon delivery of the products in good
order to the carrier.  Refer any claims for damage to the carrier.  For definitions of warranty coverage and limitations,
refer to the published warranty information packed with the product.

All bath units are factory tested for proper operation and watertight connections prior to shipping.  Note:  Prior to
installation, the bath must be filled with water and operated to check for leaks that may have resulted from
shipping damage or mishandling.   Jacuzzi Whirlpool Bath is not responsible for any defect that could have been
discovered, repaired, or avoided by following this inspection and testing procedure.
Important:  If a skirt is to be used, it must be installed at the time of unit installation – refer to skirt installation
instructions.  Install the optional trim parts when all installation has been completed.

 HEADER ON EDGEBLOCKING REQUIRED IF UNIT
IS INSTALLED IN SECTIONS
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Framing and Support
The optional drain/overflow of the bath extends below

the bottom of the bath.  Note that this requires a cutout
in the floor.

The floor structure beneath the bath must be able
to support a total weight of approximately 700 pounds
(bath, water and bather) or 52.5 pounds per square
foot.   If the subfloor is level, no other preparation is
necessary.  You can proceed to install the bath.  If the
subfloor is not level, you MUST level the entire surface
prior to installing the bath.  (Use a floor leveling com-
pound.)  Do not level bath with mortar.   Both sides of
a joint or splice of subfloor should be level to each other.

The bath unit should be installed after construction of
the studwall and rough plumbing is in place.  The bath
may be installed as a single unit or, if necessary,
disassembled and installed in three sections.

It is important that the framed pocket be plumb and
square and that the framing members be located as
detailed in the framing illustration.  If the bath unit is to be
installed in an existing bathroom studwall, additional
studs must be added to the dimensions shown.

Rough Plumbing
The locations of the valves, fill spout, wallbar with

hand held shower and shower head should be marked
and drilled before the bath unit is placed in position.
Where access to connections is limited, allow enough
flexibility in the supply lines for easier positioning of the
valves after the unit is in place.

From stable reference points such as the subfloor and
front of the double studs, measure and note the locations
of the fill spout, valves, wallbar with hand held shower
and shower head arm.  The mixer valve should be
located between the rim of the bath and the grab bar at
the foot of the tub.  The wall bar should be installed so as
not to obstruct the use of grab bars.

To avoid obstructions during installation, ensure that
water lines, spout pipes and valve plumbing do not
project into the studwall pocket.

Installation
Slide the bath into the framed opening and secure the

front flanged sides to the 1x2 strips and the top flange to
the header.  The bathtub should be level and supported
along the base.

It may be necessary to disassemble the bath to install
it.  Install the bathtub portion making sure it is level and
properly secured to the floor and studwall blocking.
Apply a bead of adhesive caulking to the top of the flange
surface (see illustration) and place the middle section
over the studs of the bath flange.  Push down firmly to
assure that the middle section is seated and level.
Secure the top flange of the middle section to the
studwall blocking and the sides to the 1x2 verticals.
Repeat the same caulking procedure for the top section
and secure it to the header and 1x2 verticals.
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MOTOR/
PUMP

SKIRT
ACCESS 57"

SERVICE ACCESS

SECURE  BOTTOM OF
FRAME TO FLOOR
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MATERIALS
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FILLER (Optional)
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PLUG
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FLOOR

Service Access
A skirt fits along the side of the bath for above-floor

installations and serves as an access panel should
servicing become necessary.  Allow a space of at least
8" away from the bath for skirt removal.

The skirt is designed to accommodate the added
height of the tile, linoleum or other floor coverings up to
1-1/4" above the floor, and will be flush with the floor
when installed.  More detailed instructions on skirt
installation are provided with the skirt assembly.

When the bath is not installed with the skirt, provide
adequate ventilation (minimum 30 square inch opening)
for cooling of the motor and sufficient air supply for jets.

Electrical Connections
A separate 115 VAC 15 AMP circuit, which must be

protected by a Ground Fault Circuit Interrupter (GFCI),
is required.  Because these units are manufactured with
a safe, convenient Magic Touch whirlpool ON/OFF
switch on the bath itself, no remote switch or timer is
necessary.  Install a duplex outlet to the studwall under-
neath the bathtub, at least 4" above the floor.  Duplex
outlet is not provided.

DANGER:  RISK OF ELECTRIC SHOCK.  Connect
only to a circuit protected by a Ground Fault Circuit
Interrupter.

CAUTION:  Operating the motor/pump without suffi-
cient water in the bath can cause leaking and perma-
nent damage to the pump.  Before power is applied
to the installation, make sure the switch is in the OFF
position to avoid pump damage.

If installation of an optional timer is desired, refer to
wiring instructions provided with the timer.  An optional
timer is available from Jacuzzi Whirlpool Bath for 115
VAC operation.

Skirt
A skirt fits along the side of the bath for above-floor

installations.  Allow a space of at least 8" away from the
bath for skirt removal.

The skirt is designed to accommodate the added
height of the tile, linoleum or other floor coverings up to
1-1/4" above the floor, and will be flush with the floor
when installed.  More detailed instructions on skirt
installation are provided with the skirt assembly.

Plumbing
Pump, jets and suction fittings for the whirlpool sys-

tem are factory plumbed in PVC schedule 40 piping.
All Jacuzzi Whirlpool Bath products are factory tested

for proper operation and watertight connections prior to
shipping.  If leaks are detected, notify your Jacuzzi
Whirlpool Bath Dealer, do not install the unit.
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Operation Summary
For complete instructions, see "Operating Instructions."

Before using the whirlpool bath, remove all construc-
tion residue and foreign materials.

Close the drain and fill the bath until water is at least
2" above the highest  jet (see water line indicated on this
page).  Do not operate the whirlpool system at any
time if the jets are not completely immersed in water.

Your bath is equipped with the Magic Touch  whirlpool
ON/OFF switch. Activate the whirlpool  system by push-
ing down on the Magic Touch switch button.  To turn off
the whirlpool system, push down on the button  again. To
change the direction of the water flow, swivel the jet
nozzle to the desired angle.

Two knobs located on the bath serve as controls for
the air induction system.  The intensity of the hydromas-
sage whirlpool action is determined by the amount of air
inducted into the water.  As the amount of air is in-
creased, the amount of whirlpool action will increase.

For maximum air induction, rotate the control knobs
fully counterclockwise to the largest circles. For fewer air
bubbles, decrease the amount of air induction by rotating
the control knob clockwise.  When the knobs are turned
to the smallest circles, only water is being circulated.

2"

FILL TO AT LEAST
2" ABOVE HIGHEST JET

5

Water Supply
Consult local authorities for plumbing code require-

ments in your area.
IMPORTANT:  Proper installation of the fill spout
plumbing and compliance with local codes is the
responsibility of the installer.  Jacuzzi Whirlpool
Bath does not warrant connections of water supply
fittings and piping, fill systems or drain/overflow
systems.  Nor is it responsible for damage to the
bath which occurs during any installation procedure.

Drain Information
A drain/overflow assembly, purchased separately

from the bath, must be installed on the bath, water
tested, and connected to the sanitary system of the
house. After opening the carton, inspect for damage and
verify that the kit is of the proper finish. If a Jacuzzi
Whirlpool Bath drain/overflow is being installed, note
that the waste flange, strainer, overflow cover and cover
screws are packaged in a separate package within the
kit to protect the trim finish.  Follow the installation
instructions provided with the drain/overflow kit.  After
the drain is fully installed, test for proper drainage.  If the
unit does not drain properly, rectify this condition before
proceeding with the installation.  Jacuzzi Whirlpool Bath
is not responsible for removal and or reinstallation costs.
NOTE: Watertight installation of the drain is the
installer's responsibility.  Any occurrence of drain
leakage is excluded from the Jacuzzi Whirlpool Bath
warranty coverage of this product.
CAUTION: A nonflammable protective barrier must
be placed between soldering work and bath unit to
avoid possible damage to the bath.

Grab Bars
To reinstall the grab bar mounting covers if they have

come loose during shipping, position them over the ends

and turn till seated.

Clean-Up After Installation
To avoid dulling and scratching the surface of the

bath, never use abrasive cleaners.  A mild liquid deter-
gent and warm water will clean soiled surfaces.

Remove spilled plaster with a wood or plastic edge.
Metal tools will scratch the surface.  Spots left by plaster
or grout can be removed if lightly rubbed with detergent
on a damp cloth or sponge.

Paint, tar, or other difficult stains can be removed with
paint thinner, turpentine, or isopropyl alcohol (rubbing
alcohol).

Minor scratches which do not penetrate the color
finish can be removed by lightly sanding with 600-grit
wet/dry sandpaper.  You can restore the glossy finish to
the acrylic surface of the bath with a special compound,
Meguiar's #10 Mirror Glaze.  If that is not available, use
automotive rubbing compound followed by an applica-
tion of automotive paste wax.

Major scratches and gouges which penetrate the
acrylic surface will require refinishing.  Ask your Jacuzzi
Whirlpool Bath dealer for special instructions.
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 Service Support:  Call (800) 288-4002
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Shower Seat
Caution:  Do not use the shower seat until you have read the instructions and information completely.  You must follow
all the installation instructions and never make substitutions or modify this product in any manner.  Serious personal
injury may result if these instructions are not followed.  Before each use, be sure to check all mounting locations to
be see that they are secure.

Important:  Do not use this product if the user weighs over 250 pounds.

Do not stand or jump on the shower seat.

INSTALLATION:

Pull down on the legs located under the handle end of the unit until they stop at the 90° position against the end of the
seat.

Place the unit on the nearest edge of the bath with the legs against the inside wall of the bath and hold the unit by the
carry handle with your left hand.

With your right hand, lift the lock lever and extend the slider all the way to the other side of the bath as far as it will go.
The slider will extend to a maximum limit of 31";  then it will stop.

Place the end of the slider firmly on the farthest edge of the bath being sure that there is at least a 1/2" ledge and then
close the lock lever in place.  If the lock has been engaged properly, a loud "click" will be heard as the lock handle is
engaged.  If no click is heard, repeat this step.

Once in position, test the shower seat for stability by pushing down with both hands on the center of the board to be
sure it is securely in place with both ends firmly sitting on the bath edges and is not moving or sliding.

To prevent spillage of water onto the floor, position the shower curtain flat across the shower seat and tuck the ends
of the curtain fully into the bath to form a channel to direct the flow of water back into the bath.

SEAT

LOCK LEVER
(SHOWN ENGAGED)

SLIDER
(SHOWN EXTENDED)

CARRY HANDLE LEG
(SHOWN DOWN)

This product complies with CABO/ANSI A117.1-1992 Section 4.21.
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